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Datasheet
Hangcha CPCD30-XRW55F 3T Diesel Forklift

Brand: Hangcha

Short Description

Hangcha 3 Ton Diesel Forklift (CPCD30-XRW55F): Durable and compact forklift designed for container use. Powered by a
reliable Isuzu diesel engine with smooth Okamura transmission and Cascade side shift for precise load handling.
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Full Description

Hangcha 3 Ton Diesel Forklift – Model CPCD30-XRW55F

The Hangcha CPCD30-XRW55F is a robust, dependable 3-ton diesel forklift built for high-efficiency material handling in
warehouses, logistics hubs, factories, and distribution centers. Engineered with high-quality components and a proven
drivetrain, it delivers stable lifting, responsive control, and consistent performance in demanding operations.

Designed with a compact, container-friendly profile, this forklift is easy to maneuver in tight aisles and loading zones—making it
ideal for high-traffic sites where space is limited. Its optimized chassis and weight distribution support excellent stability under load
and improved operator confidence during handling.

The operator station is built around comfort and safety, with an ergonomic layout, clear visibility, and smooth handling to reduce
fatigue during long shifts. In addition, the forklift’s durable structure and straightforward service access help minimize downtime and
keep daily operations running reliably.

Powered by a trusted Isuzu diesel engine and paired with an Okamura transmission, the CPCD30-XRW55F provides dependable
torque and efficient fuel use—supporting lower operating costs over time. Equipped with a Cascade side-shift attachment, it
enables faster alignment and more accurate load positioning, improving cycle times and productivity.

Whether you’re handling pallets at a warehouse dock, loading containers, or supporting production lines, the Hangcha 3T diesel
forklift offers a practical balance of power, durability, and operator comfort for everyday heavy-duty work.
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Technical Specifications

Hangcha CPCD30-XRW55F 3T Diesel Forklift

Specification Value

Manufacturer HANGCHA (Hangcha Group Co., Ltd.)

Model number CPCD30-XRW55F

Country of origin China

Load capacity 3,000 KG

Load center 500 mm

Mast type Triplex (Container)

Lifting height 4,500 mm

Tilt (mast/fork carriage) 6° / 12°

Side shift Cascade

Engine manufacturer/type Isuzu 4-cylinder (diesel)

Transmission Okamura

Tires Solid

Fork dimensions 45×122×1220 mm

Fuel tank capacity 70 L

Overall width 1,225 mm

Turning radius 2,780 mm

Aisle width (Ast) 4,075 mm

Fork carriage, class/type Class 3A

Service weight 4,350 KG

Seat Safety seat; suspension seat with switch and armrest

Component origins Engine: Japan (YANMAR); Transmission: Japan (Okamura); Side shift: USA (Cascade)
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