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Datasheet
Rental JLG 1200SJP Telescopic Boom Lift

Brand: JLG

Short Description

Rent the JLG 1200SJP telescopic boom lift for high-reach access work on construction, industrial, and maintenance sites.
Built for demanding outdoor applications, it delivers long horizontal outreach, fast positioning, and dependable performance
for elevated jobs at height.
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Full Description

JLG 1200SJP Telescopic Boom Lift — Rental

The JLG 1200SJP is a high-reach telescopic boom lift designed for demanding access work where distance, stability, and
efficient positioning matter. It is well-suited for outdoor job sites that require dependable performance in construction,
industrial maintenance, and large-scale facility operations.

Typical Rental Applications

Steel erection and structural works
Façade installation, glazing, and cladding
MEP installation and high-level maintenance
Refineries, plants, and industrial shutdown support
Warehouses, yards, and large outdoor facilities

Key Advantages

Telescopic boom design for direct access and long outreach
Strong maneuverability for positioning in wide, open work areas
Platform controls designed for smooth, precise movements
Rugged construction for repeated use in tough site conditions
Suitable for a wide range of attachments and site operating practices (as approved)

Safety and Operational Notes

Operator training and a pre-use inspection are essential before each shift. Always follow site lift plans, ground bearing
assessments, and safe work procedures. Use appropriate PPE, maintain exclusion zones, and comply with the
manufacturer’s operating instructions and local regulations.

Rental Support

We can provide delivery and collection, operator support (where applicable), and flexible rental terms for short and long
projects. Share your working area conditions, access restrictions, and required timeline so we can recommend the best
configuration and mobilization plan.
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Technical Specifications

Rental JLG 1200SJP Telescopic Boom Lift

Specification Value

Manufacturer JLG

Model 1200SJP

Equipment Type Telescopic Boom Lift

Country of Origin The Netherlands

Platform Capacity 230 kg / 450 kg

Working Height 38.73 m

Platform Capacity (Restricted) 450 kg

Platform Capacity (Unrestricted) 230 kg

Horizontal Outreach 23.51 m

Jib Overall Length 2.44 m

Overall Width (Axles Retracted) 2.49 m

Overall Width (Axles Extended) 3.81 m

Platform Dimensions 0.91 m x 2.44 m

Wheelbase 3.81 m

Ground Clearance 0.30 m

Operating Weight 18500 kg

Stowed Height 3.05 m

Stowed Length 13.67 m

Transport Length 10.64 m

Turning Radius Inside Axles Retracted 4.39 m

Turning Radius Outside Axles Retracted 6.86 m

Tyres Standard 445/50D710 foam filled

Travel Speed 5.2 km/h

Gradeability 45%

Platform Rotation 180° hydraulic

Maximum Ground Bearing Pressure 7.03 kg/cm2

Power Source Diesel

Engine Deutz TCD2.9 L4

Engine Power 55.4 kW

Fuel Tank Capacity 117 L
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Specification Value

Hydraulic System Capacity 250 L

Auxiliary Power 12V DC

Swing 360° continuous

Jib Articulation Range Vertical 130° (+75°/-55°)

JibPLUS Articulation Range Horizontal 180°

Tailswing Working Condition 1.68 m

Axle Oscillation 0.30 m

Drive Four Wheel Drive

Steering Modes Four wheel steer / Two wheel steer / Crab steer

Extending Axles Drive-out extending axles
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